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CRISTINA
Installation Instructions
CRITA12955P | Tabula Series | PVD Infinity Black | Matching metal controls

Before installation
Installation must be carried out by a competent plumber. Check the full SKU, finish and supplied
components. Verify the original drawing against the supplied product before drilling or making cutouts.
Isolate supplies and protect finished surfaces.

Model and assembly
Inspectable single-control deck-mounted bath edge mixer, metal plate, with mechanical mixing, 2-outlet
automatic diverter, complete with recessed part

Connections and fitting
Flush the pipework thoroughly before connecting the product. Follow the connection sizes, mounting
ranges, pressure and temperature limits in the original manufacturer guidance. Use the supplied fixings
and keep service connections accessible.

Commissioning and handover
Open the supplies gradually, inspect all connections for leaks and check operation of each outlet, control
and diverter. Resolve any leak before handover. Give the owner the manufacturer instructions and care
guide.

Original manufacturer instructions
The original leaflets linked by Cristina for CRITA129 follow. Shared diagrams may show several models. Follow the actual
supplied parts. Product pictures are not installation templates.



sempre

substances or their derivatives, such as hydrochloric acid, muriatic acid, sulphuric acid, caustic soda, etc., and in any case do not use abrasive supports (e.g. metal or non-
Always make sure to rinse thoroughly in order to avoid the deposit of any residual cleaning product.

Toujours

immer, dass Sie sorgfältig nachspülen, um Ablagerungen von 

siempre

CRISTINA S.r.l. a socio unico

ISTRUZIONI DI MONTAGGIO
INSTALLATION INSTRUCTIONS
NOTICE DE MONTAGE
MONTAGEANLEITUNG
INSTRUCCIONES DE MONTAJE

DATI TECNICI - STANDARD SPECIFICATIONS - DONNEE TECHNIQUES - TECNISCHE STANDDARDDATEN - DATOS TÉCNICOS  - TECHNICKÉ UDAJE - TECHNICKE UDAJE

GARANZIA - GUARANTEE - GARANTIE - GARANTIE - GARANTÍA - ZÁRUKA - ZÁRUKA

Tutti i prodotti 

All 

Tous les produits 

Alle 

MANUTENZIONE E PULIZIA - MAINTENANCE AND CLEANING - MAINTENANCE ET NETTOYAGE - PFLEGE UND REINIGUNG -  MANTENIMIENTO Y LIMPIEZA - 
UDR BA A IŠT NI - UDR BA A ISTENIE

1. 

2. Presión max. de ejercicio
 Maximální pracovní tlak

3. 

4. For thermostats: 
Für Thermostat: 

5. For thermostats: Pressure difference between hot and cold water
 Für Thermostat: 

 
6. 

7.  
Le test d’installation en 

8. 
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L’INSTALLAZIONE DEVE ESSERE ESEGUITA DA PERSONALE QUALIFICATO!
SPURGARE LE TUBAZIONI PRIMA DI COLLEGARE IL RUBINETTO ALL’IMPIANTO.

INSTALLATION PERFORMED BY QUALIFIED PERSONNEL!
BEFORE CONNECTING TO MAINS, BLEED THE PIPES TO AVOID DAMAGE.

L’INSTALLATION EFFECTUÉE PAR UN PERSONNEL QUALIFIÉ!
 AVANT DE BRANCHER LE ROBINET AU RÈSEAU HIDRAULIQUE, PURGER LA TUYAUTERIE.

INSTALLATION VON QUALIFIZIERTEM PERSONAL! ENTLEEREN SIE DIE LEITUNGEN BEVOR 
SIE DIE ARMATUREN AN DIE WASSERVERSORGUNG ANSCHLIESSEN. 
INSTALACIÓN REALIZADA POR PERSONAL CALIFICADO!
ANTES DE CONECTAR EL GRIFO A LA RED HIDRÁULICA PURGAR LAS TUBERIAS.

INSTALACE MUSÍ BÝT PROVEDENA KVALIFIKOVANÝM PERSONÁLEM!

PRED PRIPOJENÍM KOHÚTIKA K SYSTÉMU ODVZDUŠNITE POTRUBIA. 

MONTAGGIO E PEZZI IDENTIFICATIVI DI RICAMBIO - INSTALLATION AND SPARE PARTS - MONTAGE ET PIECES INDENTIFICATION 
DE RECHANGE - MONTAGE UND ERSATZTEILE - MONTAJE E IDENTIFICACIÓN DE LAS PIEZAS DE RECAMBIO 

CRITA181

Hot/cold water inlet

Eingänge Warm-Kaltwasser

 

Water outlet to the spout

Wasserausgang zum Wanneneinlauf 

Water outlet to the handshower

Wasserausgang zur Handbrause

Water outlet to the spout

Wassereingang zum Wanneneinlauf

Water inlet to the handshower

Wassereingang zur Handbrause 
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4*2,5 Entrate acqua calda/fredda

Entrée eau chaude/froid

Entrada agua caliente/frío

Uscita acqua alla doccetta

Sortie eau de la douche à main

Salida agua a la ducha

Uscita acqua alla bocca erogazione

Sortie eau du bec alimentation

Salida agua al caño de llenado

Entrata acqua alla bocca

Sortie eau du bec

Entrada agua al caño

Entrata acqua alla doccetta

Entrée eau à la douche à main

Entrada agua a la ducha

10 !

IT - Lasciare libero il vano di manovra del 
�essibile sotto il piano della vasca per evitare 
interferenze durante il suo utilizzo.

EN - Leave the flexible hose maneuvering 
compartment under the bathtub top to 
avoid interference during its use.

FR - Laisser de l’espace de manœuvre libre sous 
la baignoire pour le �exible , a�n d’éviter des 
accrochements lors de son utilisation

DE - Bitte lassen sie genügend freiraum für 
den brauseschlauch um störungen 
während des gebrauch zu vermeiden.

ES - Dejar libre un radio de maniobra para el 
�exible bajo el suelo de la bañera para evitar 
interferencias durante su uilitización

CZ - Ponechte volný manévrovací prostor 
pro pohyb hadice pod okrajem vany, aby 
se nezasekávala.   

SK - ponechajte voľný manévrovací priestor na 
pohyb hadice pod okrajom vane, aby sa 
nezasekávala.   

FOLLOW ME  
Supporto per Doccetta su Bordo 
Vasca. Per il montaggio leggere le 
istruzioni in allegato alla presente.
Deck mounted base support for 
handshower. see the installation 
instructions attached.
Soporte para ducha sobre repisa. 
Para el montaje leer las 
instrucciones adjuntas a la presente.
Wannenranddurchführung. Für die 
Montage lesen Sie bitte die beiliegende 
Montageanleitung.
Pour douche à main placé sur bord 
de la baignoire. Pour le montage 
lire les instructions en pièce jointe.


