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CRISTINA
Installation Instructions
CRITA68355P | Tabula Series | PVD Infinity Black | Matching metal controls

Before installation
Installation must be carried out by a competent plumber. Check the full SKU, finish and supplied
components. Verify the original drawing against the supplied product before drilling or making cutouts.
Isolate supplies and protect finished surfaces.

Model and assembly
Wall-mounted 2-outlet diverter, square metal plate, complete with recessed part

Connections and fitting
Flush the pipework thoroughly before connecting the product. Follow the connection sizes, mounting
ranges, pressure and temperature limits in the original manufacturer guidance. Use the supplied fixings
and keep service connections accessible.

Commissioning and handover
Open the supplies gradually, inspect all connections for leaks and check operation of each outlet, control
and diverter. Resolve any leak before handover. Give the owner the manufacturer instructions and care
guide.

Original manufacturer instructions
The original leaflets linked by Cristina for CRITA683 follow. Shared diagrams may show several models. Follow the actual
supplied parts. Product pictures are not installation templates.
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CRITA683 CRITV683 CRIQS683 CRIPD602

ISTRUZIONI DI MONTAGGIO
INSTALLATION INSTRUCTIONS
NOTICE DE MONTAGE
MONTAGEANLEITUNG
INSTRUCCIONES DE MONTAJE

MANUTENZIONE E PULIZIA - MAINTENANCE AND CLEANING - MAINTENANCE ET NETTOYAGE - PFLEGE UND REINIGUNG 
 MANTENIMIENTO Y LIMPIEZA - UDR BA A IŠT NI - UDR BA A ISTENIE

GARANZIA - GUARANTEE - GARANTIE - GARANTIE - GARANTÍA - ZÁRUKA - ZÁRUKA

Tutti i prodotti sono coperti da una Garanzia Convenzionale (Commerciale). 

All products are covered with a commercial conventional guarantee. 
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DATI TECNICI - STANDARD SPECIFICATIONS - DONNEE TECHNIQUES - TECNISCHE STANDDARDDATEN - DATOS TÉCNICOS  - TECHNICKÉ UDAJE - TECHNICKE UDAJE

PRODOTTO DA:
PRODUCT BY:
PRODUIT PAR:
PRODUZIERT VON:
PRODUCIDO POR:
PRODUKOVANÝ:
PRODUKOVANÝ:

1. 

2. Pressione massima di esercizio Presión max. de ejercicio
 Maximální pracovní tlak
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L’INSTALLAZIONE DEVE ESSERE ESEGUITA DA PERSONALE QUALIFICATO!
SPURGARE LE TUBAZIONI PRIMA DI COLLEGARE IL RUBINETTO ALL’IMPIANTO.

INSTALLATION PERFORMED BY QUALIFIED PERSONNEL!
BEFORE CONNECTING TO MAINS, BLEED THE PIPES TO AVOID DAMAGE.

L’INSTALLATION EFFECTUÉE PAR UN PERSONNEL QUALIFIÉ!
 AVANT DE BRANCHER LE ROBINET AU RÈSEAU HIDRAULIQUE, PURGER LA TUYAUTERIE.

INSTALLATION VON QUALIFIZIERTEM PERSONAL! ENTLEEREN SIE DIE LEITUNGEN BEVOR 
SIE DIE ARMATUREN AN DIE WASSERVERSORGUNG ANSCHLIESSEN. 
INSTALACIÓN REALIZADA POR PERSONAL CALIFICADO!
ANTES DE CONECTAR EL GRIFO A LA RED HIDRÁULICA PURGAR LAS TUBERIAS.

INSTALACE MUSÍ BÝT PROVEDENA KVALIFIKOVANÝM PERSONÁLEM!

MONTAGGIO E PEZZI IDENTIFICATIVI DI RICAMBIO - INSTALLATION AND SPARE PARTS - MONTAGE ET PIECES INDENTIFICATION 
DE RECHANGE - MONTAGE UND ERSATZTEILE - MONTAJE E IDENTIFICACIÓN DE LAS PIEZAS DE RECAMBIO 
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- Togliere tappo (1) per direzione entrata desiderata 
- Remove the plug (1) according to desired direction
- Enlever le bouchon (1) pour la direction de l’entrée souhaitée
- Zur Belegung des Einganges Stopfen (1) entfermen
- Quitar el tapón (1) para la dirección de entrada deseada
- Odstranit zátku (1) pro požadovaný směr
- Odstrániť zátku (1) pre požadovaný smer

- Attenzione con Ingresso (B) aperto usare
tappo (1) per chiudere Ingresso (A) e garantire tenuta.
- Warning by open outlet (B) use the plug (1) for the inlet (A)
to ensure ensure the hydraulic sealing 
- Faire attention avec l’entrée (B) ouverte utiliser
le bouchon (1) pour fermer l’entrée (A) 
et garantir l’étanchéité
- Bei Belegung des Eingaanges (B) Eingang (A) mit Stopfen 
(1) abdichten
- Atención con la Entrada (B) abierta usar tapón (1) 
para cerrar la Entrada (A) para garantizar la estanqueidad
- POZOR – S otevřeným vstupem (B) použít zátku (1) pro vstup (A) 
a zajistit těsnost
- POZOR - S otvoreným vstupom (B) použiť zátku (1)
pre vstup (A) a zaistiť tesnosť

Entrata acqua normalmente aperta
Water inlet usually open 

Entrée eau normalement ouverte
Eingang alternativ offen

Entrada de agua normalmente abierta 
Vstup vody normálně otevřený

Vstup vody normálne otvorený

Uscita 1 acqua miscelata
Mixed Water Outlet 1

Sortie 1 eau mélangée 
Ausgang des gemischten Wassers 1

Mezcla 1 de salida de agua
Výstup 1 smíšené vody

Výstup 1 zmiešanej vody

Uscita 2 acqua miscelata
Mixed Water Outlet 2
Sortie 2 eau mélangée 
Ausgang des gemischten Wassers 2
Mezcla 2 de salida de agua
Výstup 2 smíšené vody
Výstup 2 zmiešanej vody

Entrata acqua normalmente chiusa
Water inlet usually closed
Entrée eau normalement fermée
Eingang alternativ rechts
Entrada de agua normalmente cerrada
Vstup vody normálně zavřený
Vstup vody normálne zatvorený

(B)

(B)

Ingresso
Inlet

Entrée
Eingang
Entrada

Vstup
Vstup

(A) 

(A) 

Ingresso
Inlet

Entrée
Eingang
Entrada

Vstup
Vstup

(1)
Tappo 
Plug
Bouchon 
Stopfen
Tapón
Zátka 
Zátka
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